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Hybrid Recorder

Il SR106A / 186A Series

BASIC FEATURES

e Compact Housing

¢ High-Quality Ink Jet Clear Recording

e Fully Configurable Input

¢ Varied Digital Printing

e Menu Driven Easy Operation

¢ Easy Handling and Maintenance

e Chart Paper lllumination Available (Option)

e Communication Interfaces RS-485 Available (Option)

ORDERING INFORMATION

SHIMADEN

ITEMS CODE SPECIFICATIONS
SERIES SR106A- Hybrid recorder, DIN 144 x 144mm
1 1 Continuous recording
RECORDING 2 2 Continuous recording
SYSTEM 3 3 Cont!nuous record!ng
6 6 Continuous recording
7 6 Dot recording
1 Thermocouples B, R, S, K, E, J, T, N, W, L, U, PN
INPUT 2 R.T.D (Pt100)
3 +50mV, £500mV, +5V, +50V DC
4~20mA Availble with shunt resistor (option)
J Japanese
MENU INSTRUCTION -
E English
POWER SUPPLY 84- 85~150V AC, 50/ 60Hz
85- 150~300V AC, 50/ 60Hz
0 Without
CHART PAPER ILLUMINATION :
1 With
0 Without
ALARM OUTPUT / EXTERNAL CONTROL - -
1 6-points alarm output / 3-points external control
| ¢ cTIo 0 Without
NTERFACE FUNCTION 5 RS-485
REMARKS 0 | Without
9 | With (Please consult before ordering.)
Spare and Optional Parts
Items Type Remarks

Chart paper (50 divisions) x 6 charts / box

SRX00DL-50008

Recording head x 1

SRZH1001 (PHZH 1001)

Alarm output / external control unit SRZK1601 6-points alarm output / 3-points external control
Chart paper illumination SRZL1001 With cable connector

Shunt resistor 10 £ 0.1% SRZT1101 For 4~20mA or 10~50mA input

Interface unit SR7D6467Cl RS-485

Standard Range (Factory-set when shipped)

Code Input Standard / Rating Range
1 Thermocouple K K0~1200°C
2 R.T.D. Pt 1000~ 500°C
3 DC voltage -5 ~5V0~ 100
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Hybrid Recorder
ORDERING INFORMATION SHIMADEN

ITEMS CODE SPECIFICATIONS
SERIES SR186A- Hybrid recorder, DIN 288 x 288mm
1 1 Continuous recording
2 2 Continuous recording
RECORDING 3 3 Continuous recording
SYSTEM 6 6 Continuous recording
7 6 Dot recording
8 12 Dot recording
1 ThermocouplesB, R, S, K, E, J, T, N, W, L, U, PN
2 R.T.D (Pt100)
INPUT 3 +50mV, +500mV, +5V, +50V DC
4~ 20mA Available with shunt resistor (option)
MENU INSTRUCTION J Japa.nese
E English
POWER SUPPLY 86- 85~300V AC, 50/ 60Hz
CHART PAPER ILLUMINATION 0 OW!thOUt
1 1With
0 OWithout
ALARM OUTPUT / EXTERNAL CONTROL 1 6-points alarm output / 3-points external control
2 212-points alarm output / 3-points external control
0 OWithout
INTERFACE FUNCTION 5 5RS-485
0 | OWithout
REMARKS 9 | 9With (Please consult before ordering.)
Spare and Optional Parts
Items Type Remarks
Chart paper (100 divisions) x 6 charts / box SRX00BL-1000R
Recording head x 1 SRZH8001 (PHZH8001)
Alarm output / external control unit SRZK8601 6-points alarm output / 3-points external control
Alarm output / external control unit SRZK8201 12-points alarm output / 3-points external control
Chart paper illumination SRZL8001 With cable connector
Shunt resistor 10Q + 0.1% SRZT8101 For 4~20mA or 10~50mA input
Interface unit SR7D0834C2RS-485

Standard Range (Factory-set when shipped)

Code Input Standard / Rating Range
1 Thermocouple K 0 ~1200°C
2 R.T.D. Pt100 0 ~500°C
3 DC voltage -5~5V 0~ 100
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